CHECKLIST FOR REQUIRED INSPECTION

DEVELOPER EEA
TYPE OF INSPECTION ENGINEER INSPECTION/

APPROVAL /DATE DATE

7) PRECONSTRUCTION MEETINGS

2) COMPLETION OF SEDIMENT CONTROL MEASURES
(IF USING BASIN SEE # 6 BELOW)

J) PRIOR TO MODIFICATION OR REMOVAL OF SED. CNTRL.

4) INFILTRATION SYSTEMS
SITE READINESS PER SEQUENCE OF CONSTRUCTION

INFILTRATION AREA PROTECTED FROM SEDIMENTATION

DIMENSIONS

FILTERING MATERIAL (TYPE/DEPTH)

FILL MATERIAL

SIZE, PLACEMENT, TYPE OF PIPING (I APPLICABLE)

OGSERVATION WELL

TOHMRSOHA

COVER / STABILIZATION

5) OPEN CHANNEL FLOW ATTENUATION
A. SITE READINESS PER SEQUENCE OF CONSTRUCTION

B. CROSS SECTION CONFORMANCE

C. MATERIAL (TYPE/SIZE)
D. STABILIZATION

6) RETENTION / BETENTION STRUCTURES (BASIN/PONDS)
A SUBGRADE PREFARATION
1. CORE TRENCH

2. SUITABLE FILL

3, COMPACTION

8. EMBANKMENT CONSTRUCTION
7. SUITABLE MATERAL

2. SLOPE GRADE

C. DARREL AND RISER ASSEMBLY
1. CORRECT MATERIAL ONSITE

2. SlING

J. ANTI-SEEP COLLARS

4. INSTALLATION / BACKFILL

D. CONCRETE INLET STRUCTURES
1. FOOTER EXCAVATION AND SIZE

2. REINFORCING MATERIAL
(TYPE, SIZE, PLACEMENT)

J. WEIR POUR

4. FORM STKIP AND FINISHING

E.. IMPOUNDING AREA
1. LOW FLOW CHANNELS

2. DEWATERING DEVICE

3. EMERGENCY SPILLWAY

F. OUTFALL AREA (LEVEL SPREADER,
RIPRAP CHANNEL, FTC.)

G VEGETATION STABILIZATION

H. MISCFLIANECUS

YOU MUST NOTIFY THE DIISION OF ENVIRONMENTAL COMPLIANCE SECTION (ECS) AT (307) 600—1132
BEFORE 9:00 AM 24 HOURS PRIOR 10 THE REQUIRED INSPECTION. FAILURE 7O NOTIFY THE AGENCY
WILL RESULT IN A STOP WORK ORDER OR OTHER PENALTIES AS OUTLINED IN FREDERICK COUNTY CODES.

HRRERMOVTIC F bk bk

THIS LIST IS FOR SEQUENCE OF CONSTRUCTION ONLY. FREDERICK COUNTY ASSUMES NO RESPONSIBILITY
OR LIABILITY FOR IMPROPER INSTALLATION OF ANY [TEM ON THIS CHECKLIST. THE AGENCY RECOMMENDS
THAT A PROFESSIONAL ENGINEER BE FPRESENT FOR EACH OF THE REQUIRED INSPECTIONS.




